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§121.4

(containing a calendar of events) for
moving from conducting its scheduled
operations under the commuter re-
quirements of part 135 of this chapter
to the requirements for domestic or
flag operations under this part. Each
transition plan must contain details on
the following:

(1) Plans for obtaining new oper-
ations specifications authorizing do-
mestic or flag operations;

(2) Plans for being in compliance
with the applicable requirements of
this part on or before March 20, 1997;
and

(3) Plans for complying with the com-
pliance date schedules contained in
paragraphs (d) and (e) of this section.

(h) Continuing requirements. A certifi-
cate holder described in paragraph (a)
of this section shall comply with the
applicable airplane operating and
equipment requirements of part 135 of
this chapter for the airplanes described
in paragraph (a)(1) of this section, until
the airplane meets the specific compli-
ance dates in paragraphs (d) and (e) of
this section.

(i) Delayed pilot age limitation. (1) Not-
withstanding §121.383(c), and except as
provided in paragraph (i)(2) of this sec-
tion, a certificate holder may use the
services of a person as a pilot in oper-
ations covered by paragraph (a)(1) of
this section after that person has
reached his or her 60th birthday, until
December 20, 1999. Notwithstanding
§121.383(c), and except as provided in
paragraph (i)(2) of this section, a per-
son may serve as a pilot in operations
covered by paragraph (a)(1) of this sec-
tion after that person has reached his
or her 60th birthday, until December
20, 1999.

(2) This paragraph applies only to
persons who were employed as pilots by
a certificate holder in operations cov-
ered by paragraph (a)(1) of this section
on March 20, 1997.

(j) Any training or qualification ob-
tained by a crewmember under part 135
of this chapter before March 20, 1997, is
entitled to credit under this part for
the purpose of meeting the require-
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ments of this part, as determined by
the Administrator. Records kept by a
certificate holder under part 135 of this
chapter before March 20, 1997, can be
annotated, with the approval of the Ad-
ministrator, to reflect crewmember
training and qualification credited to-
ward part 121 requirements.

[Doc. No. 28154, 60 FR 65925, Dec. 20, 1995, as
amended by Amdt. 121-253, 61 FR 2609, Jan.
26, 1996; Amdt 121-256, 61 FR 30434, June 14,
1996; Amdt. 121-262, 62 FR 13256, Mar. 19, 1997]

§121.4 Applicability of rules to unau-
thorized operators.

The rules in this part which refer to
a person certificated under part 119 of
this chapter apply also to any person
who engages in an operation governed
by this part without the appropriate
certificate and operations specifica-
tions required by part 119 of this chap-
ter.

[Doc. No. 11675, 37 FR 20937, Oct. 5, 1972, as
amended by Amdt. 121-251, 60 FR 65926, Dec.
20, 1995]

§121.11 Rules applicable to operations
in a foreign country.

Each certificate holder shall, while
operating an airplane within a foreign
country, comply with the air traffic
rules of the country concerned and the
local airport rules, except where any
rule of this part is more restrictive and
may be followed without violating the
rules of that country.

[Doc. No. 16383, 43 FR 22641, May 25, 1978]

§121.15 Carriage of narcotic drugs,
marihuana, and depressant or stim-
ulant drugs or substances.

If a certificate holder operating
under this part permits any aircraft
owned or leased by that holder to be
engaged in any operation that the cer-
tificate holder knows to be in violation
of §91.19(a) of this chapter, that oper-
ation is a basis for suspending or re-
voking the certificate.
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[Doc. No. 28154, 60 FR 65926, Dec. 20, 1995]
Subpart B—Certification Rules for
Domestic and Flag Air Carriers [Re-
served] Subpart C—Certification
Rules for Supplemental Air Carriers

and Commercial Operators [Re-
served] Subpart D—Rules Gov-
erning All Certificate Holders

Under This Part [Reserved]

Subpart E—Approval of Routes:
Domestic and Flag Operations

SOURCE: Docket No. 6258, 29 FR 19194, Dec.
31, 1964, unless otherwise noted.

§121.91 Applicability.

This subpart prescribes rules for ob-
taining approval of routes by certifi-
cate holders conducting domestic or
flag operations.

[Doc. No. 28154, 61 FR 2610, Jan. 26, 1996]

§121.93 Route requirements: General.

(a) Bach certificate holder con-
ducting domestic or flag operations
seeking a route approval must show—

(1) That it is able to conduct satisfac-
torily scheduled operations between
each regular, provisional, and refueling
airport over that route or route seg-
ment; and

(2) That the facilities and services re-
quired by §§121.97 through 121.107 are
available and adequate for the proposed
operation.

The Administrator approves a route
outside of controlled airspace if he de-
termines that traffic density is such
that an adequate level of safety can be
assured.

(b) Paragraph (a) of this section does
not require actual flight over a route
or route segment if the certificate
holder shows that the flight is not es-
sential to safety, considering the avail-
ability and adequacy of airports, light-
ing, maintenance, communication,
navigation, fueling, ground, and air-
plane radio facilities, and the ability of
the personnel to be used in the pro-
posed operation.

[Doc. No. 6258, 29 FR 19194, Dec. 31, 1964, as
amended by Amdt. 121-3, 30 FR 3638, Mar. 19,
1965; Amdt. 121-253, 61 FR 2610, Jan. 26, 1996]

§121.95 Route width.

(a) Approved routes and route seg-
ments over U.S. Federal airways or for-

§121.97

eign airways (and advisory routes in
the case of certificate holders con-
ducting flag operations) have a width
equal to the designated width of those
airways or routes. Whenever the Ad-
ministrator finds it necessary to deter-
mine the width of other approved
routes, he considers the following:

(1) Terrain clearance.

(2) Minimum en route altitudes.

(3) Ground and airborne navigation
aids.

(4) Air traffic density.

(5) ATC procedures.

(b) Any route widths of other ap-
proved routes determined by the Ad-
ministrator are specified in the certifi-
cate holder’s operations specifications.

[Doc. No. 6258, 29 FR 19194, Dec. 31, 1964, as
amended by Amdt. 121-253, 61 FR 2610, Jan.
26, 1996]

§121.97 Airports: Required data.

(a) EBach certificate holder con-
ducting domestic or flag operations
must show that each route it submits
for approval has enough airports that
are properly equipped and adequate for
the proposed operation, considering
such items as size, surface, obstruc-
tions, facilities, public protection,
lighting, navigational and communica-
tions aids, and ATC.

(b) EBEach certificate holder con-
ducting domestic or flag operations
must show that it has an approved sys-
tem for obtaining, maintaining, and
distributing to appropriate personnel
current aeronautical data for each air-
port it uses to ensure a safe operation
at that airport. The aeronautical data
must include the following:

(1) Airports.

(i) Facilities.

(ii) Public protection.

(iii) Navigational and communica-
tions aids.

(iv) Construction affecting takeoff,
landing, or ground operations.

(v) Air traffic facilities.

(2) Runways, clearways
stopways.

(i) Dimensions.

(ii) Surface.

(iii) Marking and lighting systems.

(iv) Hlevation and gradient.

(3) Displaced thresholds.

(i) Location.

(ii) Dimensions.
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